Art.
Boadcdrears 8P006300 (T) - BP006700 (T)

Control Process Components. 8P006400 (L) - 8P006800 (L)

3 way polished ball valve, from ingot, 4 seals, stainless steel AISI 316, ISO 228 F/F/F threaded, FULL bore, “T” or “L” port,
with pneumatic actuator.
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Art. 8P006300 (T) 8P006400 (L) Valve With Double Acting Actuator
PN | 40 40 40 40 40 40 40 25 25 16 16
DN-A| 14" 358" 112" 34 1 1114 1112 > 712 3 &
c 148 148 151 170 174 195 220 237 247 274 289
D 7 71 71 81 81 81 9% 106 106 123 123
E 72 72 82 92 102 118 134 144 160 200 240
F 141 141 141 164 164 164 210 241 241 275 275
G 36 36 41 46 51 59 67 72 80 100 120
ACT.| DA52 | DAS52 | DA52 | DAG3 | DA63 | DAG3 | DA75 | DA85 | DA85 | DA100 | DA100

Art. 8P006700 (T) 8P006800 (L) Valve With Spring Return Actuator

PN 40 40 40 40 40 40 40 25 25 16 16
DN-A 1/4” 3/8” 112" 3/4” 17 1"1/4 1"1/2 2’ 2"1/2 3’ 4’

C 210 210 212 202 206 227 247 250 297 321 358

D 81 81 81 106 106 106 123 123 137 148 164

E 72 72 82 92 102 118 134 144 160 200 240

F 164 164 164 241 241 241 275 275 333 372 435

G 36 36 41 46 51 59 67 72 80 100 120

ACT. SR 63 SR 63 SR 63 SR 85 SR 85 SR 85 SR 100 SR 100 SR 115 SR 125 SR 140

Actuator air supply pressure minimum 6 Bar




